
Sertco CompressorAbout UsAbout Us

Facility
• Established in 1979
• Located in Okemah, OK.
• 30,000 sq. ft. manufacturing area
• In-house machining, fabrication, assembly and paint

Aerospace Manufacturing
• 18 vertical CNC machine centers
• Quality Approvals 

D1-9000 REV A
ISO9001:2000 
AS9100, AS9102

Motor Sports Manufacturing
• Aftermarket “BIG BLOCK” cylinders
• Award winning TORSION SPROCKET
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Model 350 Compressor
• Development began in 1998
• 600+ units  AL, AR, CA, CO, KS, LA, MT, NM, 

OK, TX, UT, WV, WY 
• Sales, lease and service

Applications
• Wells with liquid loading issues
• Casing head pressure reduction for 

enhanced oil recovery
• Gas gathering
• Vapor recovery
• CBM
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Lower Frame Half 

• Cast 356 aluminum heat treated to T6

• High strength to weight ratio
• Balanced rapid heat dissipation 
• 100% CNC machined
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Rotating Assembly

• 8 cylinder horizontally opposed design 
for even distribution of rod & crankshaft 
loads

• Automotive crankshaft, rods, wrist pins, 
bearings and pistons

• Balanced within 3 grams for extended 
life and reduced vibration

• Chromoly “gapless” compression rings 
for blow-by control
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Upper Frame Half 

• CNC machined oil distribution

• Stabilized casting to eliminate heat 
induced warpage

• Integrated vibration sensor mounts
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Cylinders

• Stabilized heat treated aluminum 
cylinders 

• Centrifugally spun cast high nickel 
content replaceable liners
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Heads

• Aircraft aluminum billet construction
• Hoerbiger 60RX Valves

• Low clearance volume / high efficiency
• Industry low .047 suction lift - .039 

discharge lift reduces impact velocity

• All metallic construction for increased 
discharge temperature capacity 

• Discharge valves placed at bottom of 
cylinder for moisture ejection

• Quad discharge ports for pressure drop 
minimization
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Head Covers

• Placement allows for quick valve access 
and inspection

• Viton o-ring seals throughout 
• Industrial oil pump with integrated 

bypass (not pictured)



Sertco CompressorInstallation

Design

• Trailer mount with dual axle electric 
brakes for transport with ½ ton pick-up

• No site prep required
• Integrated leveling jacks 
• High pressure hose connections
• 300 bbl/day fluid handling capability 

with the ability to dump to a tank or 
flow line

• GM 5.7L, 8.1L and electric drives
• Custom units available – Cold weather, 

CSA, API 11P, ISO 13631 
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Design

• Freeze-off protection
• Low fuel consumption

• Wide range of applications
• On-board bypass and make-up system
• 100% interchangeability of Sertco 

manufactured parts

Service
• 90 day service interval
• Driveshaft connection between 

compressor and driver
• 4.5 gallon oil reservoirs for both driver 

and compressor
• Automotive oil, filters, seals and other 

consumables
• Inexpensive overhaul @ 4-5 years
• Standardization of lease fleet

• 24 hr repair or replace policy
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Sertco CompressorFor release in 2008

Auto-start / Telemetry

High pressure single-stage (350 psig   
MAWP)

High pressure two-stage (500 psig 
MAWP)

JR


